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》》 Techn i ca I Specification 

》》 Connecting Diagram 
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analog output 
0-IOV or 0-20mA

0-SOkJlz lligh Speed Pulse Output.
(open-collector output)
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Item Specification 

Rated input voltage and frequency Three phase: 380-440V 50/GOHz 

Allowable input voltage range 
Three phase 380V: 304-456V, voltage imbalance rate 
less than 3%, frequency imbalance rate less than士5%

Rated output voltage O"'Rated input voltage 

Maximum overload current 
G-type: 150% for 1 minute, 180% for 20 seconds;

P-type: 120% for 1 minute, 150% for 1 second.
Control mode V /F control mode or Current vector control

Frequency control range 
Low frequency mode: 0．叩～650.00Hz;

High frequency mode: 0.0"'1000Hz(reserve) 

Frequency control accuracy 
Digital setting：士0.01% (-10 °C~+40 °C) 
Analog setting:土0.01% {15 "C~35 °C) 

Set frequency resolution 
Digital setting: O.OlHz; 

Analog setting: 1/1000 maximum frequency 
Output frequency resolution 0.01Hz 

Frequency analog setting signal 0~10V, 0~20mA 

Acceleration and deceleration time 
0.1~3600 seconds (acceleration and deceleration time are 

independently set) 
Braking torque Up to 125% with additional braking resistor 

Voltage/frequency characteristics 4 fixed V/F characteristics can be selected and any V/F 
characteristics can be set, with PG V/F control 

Protection function 

Overvoltage, undervoltage, current limiting, overcurrent, 
overload, electronic thermal relay, overheating, overvoltage 
stall, load short circuit, grounding, input phase loss, output 

phase loss, short circuit to ground or between phases, motor 
overload protection, etc 

Operating ambient temperature and humidity -10 °C~+40 °C; 5-95% RH (without condensation)
Storage temperature -40 °C~+70 °C

Indoor (without corrosive gases);At an altitude of no more 
Working condition than 1000 meters, free from dust, corrosive gases, and direct 

sunlie.ht. 
Vibration limitation less than 5.9m/s2 (0.6g} 
Ingress Protection IP20 at least 
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